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AMENDMENTS TO THE SPECIFICATION : 

Please replace the paragraph beginning on page 4, line 21 with 
the following rewritten paragraph: 

— Nevertheless, in another embodiment, the means for 
assembling the fastening screw -3^ 30 ' in cooperation with the two 
hemispherical portions for sandwiching one of the two portions 
between the other portion and the screwing head -SS- 32 ' are 
constituted, like the means 13 shown on the left hand side of 
Figure 1, by the fact that the threaded shank 3^ 31 ' is screwed 
into the hemispherical portion sandwiching the other portion and 
goes through the other portion via a hole -4r9- 40 ' of section 
greater than that of the threaded shank 3i 31 ' , the screwing head 
■3^ 32 ' being secured to the threaded shank -Si 31 ' , the two faces 

4i7 43- 41\ 42^ of the screwing head 33- 32^ and of the 

hemispherical portion that come into contact with each other 
being of complementary hemispherical shapes and with centers of 
curvature that coincide substantially with the center of 
curvature 26 of the hemispherical portions cooperating one in the 
other. — 

Please replace the paragraph beginning on page 5, line 1 with the 
following rewritten paragraph: 

Advantageously, when the third and fourth 
hemispherical portions 23, 24 are respectively convex and 
concave, the two faces 4^7 — 41^, 42^ of the screwing head -SS- 



2 



Docket No. 0581-1007 
Appln. No. 10/510,178 

32 ' and of the hemispherical portion that come into contact with 
each other are convex and concave respectively, as shown on the 
left hand side of Figure 1. — 
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